
Part Number Number of Cores Span (mm) Width (mm) Diam (mm)
127RFSJ2807 - 09 9 10.16 11.43 6.86
127RFSJ2807 - 10 10 11.43 12.70 6.86
127RFSJ2807 - 15 15 17.78 19.05 7.62
127RFSJ2807 - 16 16 19.05 20.32 7.87
127RFSJ2807 - 20 20 24.13 25.40 8.38
127RFSJ2807 - 24 24 29.21 30.48 8.89
127RFSJ2807 - 25 25 30.48 31.75 9.14
127RFSJ2807 - 26 26 31.75 33.02 9.14
127RFSJ2807 - 34 34 41.91 43.18 10.16
127RFSJ2807 - 36 36 44.45 45.72 10.41
127RFSJ2807 - 37 37 45.72 47.00 10.41
127RFSJ2807 - 40 40 49.53 50.80 10.92
127RFSJ2807 - 50 50 62.23 63.50 12.19
127RFSJ2807 - 60 60 74.93 76.20 13.21
127RFSJ2807 - 64 64 80.01 81.28 13.46
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Construction
Inner Cable:
28 AWG (7/0.127mm) tinned copper conductor
PVC insulation - Nominal cable thickness 0.89mm
Conductors spaced at 1.27mm (0.050")
Coloured grey with red tracer
UL Style 2651 (105 Degrees C)
Slit section 19mm up to 26 conductors
Slit section 38mm 34 conductors and above
Flat section 19mm

Shield
Aluminium/polyester tape,
with 90% coverage tinned copper braid

Jacket:
Black PVC (0.76mm RTJ)

Cable Style:
UL 20381 (105 degreesC) 

Electrical
Voltage rating - 300 volts
Current rating - 1 amp nominal
Impedance - 75 ohms nominal
Capacitance - 78.7 picofarads/mtr nominal
Propagation delay - 5.25 ns/mtr
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Ribbon Cable http://www.wessexcdt.co.uk/ribbon.htm


